
Features 

◆ ID12 features its heavy load capability and high speed design, which is suitable for 

various industrial applications requiring rapid movement. The tetragonal shape outer 

tube make ID12 can be installed easily. The optional adjustable external reed sensor 

is convenient for the user to provide further control of the movement. Ball screw or 

ACME screw threaded spindle is available for users to choose. 

◆ Main applications：Industrial 

◆ Input voltage：24V DC / 12V DC 

◆ Max. rated load：3,500N(ACME) , 7,000N(Ball Screw)  

◆ Max. static load：4,500N(ACME) , 13,600N(Ball Screw)  

◆ Max. current：26.4 A @ 12V DC 

◆ Max. speed：67.1 mm/sec @ no load 

◆ Stroke：100~600 mm 

◆ Duty cycle：25%, max 2 min continuous operation in 8 min. 

◆ IP protection level：IP66, IP69K 

◆ Color：Black 

◆ Certified：CE marking, EMC Directive 2014/30/EU 

◆ Overload protection by clutch 

◆ Power wire length：250mm (with tinned wires) 

◆ Operating temperature：-25℃～+65℃ 
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Options 

◆ Potentiometer, analog positioning feedback 

◆ Internal adjustable cam limit switches (LT) 

◆ External adjustable reed sensor. NC-type (i.e. normal close) is default. And NO-type (i.e. 

normal open) is also available, please indicate to sales window if required. 

Compatibility 

1. Control Box

CI10, CIS1, CIS2, CIS3

2. Handset

HM6R, XM4H



Performance Data 

◆ ACME spindle 

Model No. 
Push/Pull 

Max. (N) 

Speed (mm/s) Current (A) 

No load Full load 
No load Full load 

12V 24V 12V 24V 

ID12-XX-10-A-XXX 1500 33.5 26.7 3.4 2.2 17.6 8.8 

ID12-XX-20-A-XXX 2500 16.8 14.3 3.4 2.2 13.2 6.6 

ID12-XX-40-A-XXX 3500 8.4 7.4 3.4 2.2 11.0 5.5 

◆ Ball Screw spindle

Model No. 
Push/Pull 

Max. (N) 

Speed (mm/s) Current (A) 

No load Full load 
No load Full load 

12V 24V 12V 24V 

ID12-XX-05-B-XXX 2500 67.1 47.2 3.4 2.2 26.4 13.2 

ID12-XX-10-B-XXX 3500 33.5 26.7 3.4 2.2 17.6 8.8 

ID12-XX-20-B-XXX 4500 16.8 14.3 3.4 2.2 13.2 6.6 

ID12-XX-30-B-XXX 6000 11.2 9.8 3.4 2.2 12.1 6.1 

ID12-XX-40-B-XXX 7000 8.4 7.4 3.4 2.2 11.0 5.5 



Dimensions—ID12 ACME 

◆ Standard 4” 6” 8” 12” 18” 24” 

Stroke (S±2.5mm) 100 150 200 300 450 600 

Retracted Length (A±3.8mm) 266 316 366 466 666 816 

◆ With POT 4” 6” 8” 12” 18” 24” 

Stroke (S±2.5mm) 100 150 200 300 450 600 

Retracted Length (A±3.8mm) 306 356 406 506 706 856 

◆ With LT 4” 6” 8” 12” 18” 24” 

Stroke (S±5.0mm) 100 150 200 300 450 600 

Retracted Length (A±5.0mm) 362 412 462 612 762 912 

Unit：mm 

Unit：mm 



 

Dimensions—ID12 Ball Screw 

 
◆ Standard 4” 6” 8” 12” 18” 24” 

Stroke (S±2.5mm) 100 150 200 300 450 600 

Retracted Length (A±3.8mm) 319 369 419 519 719 869 

 

 

 

 

◆ With POT 4” 6” 8” 12” 18” 24” 

Stroke (S±2.5mm) 100 150 200 300 450 600 

Retracted Length (A±3.8mm) 359 409 459 559 759 909 

 

◆ With LT 4” 6” 8” 12” 18” 24” 

Stroke(S±5.0mm) 100 150 200 300 450 600 

Retracted Length (A±5.0mm) 415 465 515 665 815 965 

 

 

 

 

Unit：mm 

 

Unit：mm 

 



◆ Front connector 

◆ Rear connector 

◆ Orientation of front/rear connector hole 

Wiring 
◆ Please refer to ID12 User Guide. 

Unit：mm 

Unit：mm 



Terms of Use 
The user is responsible for determining the suitability of MOTECK products for specific applications. Due to continuous development in order to improve its 
products, MOTECK products are subject to frequent modifications and changes without prior notice. MOTECK reserves the right to discontinue the sale of any 
products displayed on its website or listed in its catalogue or other written materials drawn up by MOTECK. 
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Ordering Key 

ID12—□□—□□—□—□□□—□□□□□□—□□

Voltage 

12： 12V DC 
24： 24V DC 

Gear Ratio 

05： 5:1 (Ball screw only) 
10： 10:1 
20： 20:1  

30： 30:1 (Ball screw only) 
40： 40:1 

Spindle Type 

A： ACME 

B： Ball Screw 

Stroke 

100： 100mm 

150： 150mm 
200： 200mm 
300： 300mm 

450： 450mm 
600： 600mm 

Options 

： Standard (keep it blank) 
LT  ： Internal adjustable cam limit switch 
POT： Potentiometer 
ER1：  External adjustable reed sensor x 1 
ER2：  External adjustable reed sensor x 2 

Rear Clevis Orientation 

C0： 0° Standard (keep it blank) 
C1： 30° CCW   (view from rear connector) 
C2： 60° CCW

C3： 90° CCW
C4： 30° CW
C5： 60° CW


